Milton Library
South Parking Lot
Mounted to 20'-0" square steel pole

D-Series [
Size 0 -
LED Area Luminaire
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Introduction

diseries The modern styling of the D-Series is striking

yet unobtrusive - making a bold, progressive

Specifications statement even as it blends seamlessly with its
EPA: 0.6 environment.
o7 The D-Series distills the benefits of the latest in LED
Length: (“lzufr:) technology into a high performance, high efficacy,
. _ L long-life luminaire. The outstanding photometric

Width: (Jl?o:jm) | | performance results in sites with excellent
Height: 74 uniformity, greater pole spacing and lower power

) (8 density. It is ideal for replacing up to 400W metal
xvnjg?t 132'3; halide with typical energy savings of 65% and

expected service life of over 100,000 hours.
EXAMPLE: DSX0 LED 40C 1000 40K T3M MVOLT SPA DDBXD

DSXOLED | Forward optics 530 530mA 30K 3000K80 | WIS Typelshort TFIM Forwardthrow | | MVOLTY | Shipped included
700 T00MA | peeemn UL E 26 Type W short medium 120¢ [ SPA Sauareéolemoumin; l
40C 401EDs {twoengines) |f 1000 1000ma 1|} 40K 3392}:;()70 TIM Typellmedum  TSYS TpeVveryshort | jpge 1 ppa Round pole mounting
4 "t T3S Typellishort 155 TypeVshort %ot | weA Wall bracket
] SOk 000K (0 \ M ToneV med , ,
30C  30LEDs {one engine) RY) T34 Type it medium ypey medium 2774 SPUMBA Squate pole universal mounting adapior ®
AMBPC Amber M TypeWmedum W TypeYwide 347 RPUMBA Round pole universal mounting adaptor ¢
phosphor 480° Shipped separately’
converted? !
KMABDDBXDU  Mast arm mounting bracket adaptor
(specify finish)

7

Shipped installed ShippecHnstatied l DDBXD  Dark branze l

PER NEMA twist-lock receptacle only {no contrels) ® BL30 Bi-level switched dimming, 30% " HS  House-side shield *

PERS Five-wire receptacle only {no controls) BL50 Bi-level switched dimming, 50% * S Single fuse (120,277, 347V) DNAXD  Natural aluminum

PER7 Seven-wire receptacle only {no controls) ** PNMTDD3  Part night, diim til dawn DF  Double fuse (208, 240, 480v) * DWHXD  White

DMG 0-10V dimming driver (no controls) * PNMTSD3  Part night, dim 5 s ® 190 Leftrotated optics’ DDBIXD  Textured dark bronze

DCR Dimmable and controllable via ROAM® (no-contioks) ™ | PNMT6D3  Part night, dim 6 brs R90  Right rotated optics' DBLBXD  Textured black

PiR Mation sensor, 8-15'mounting height * PNMT7D3  Partnight, dim 7 hrs DDL  Diffused droplens™ DNATXD  Textured natural aluminum

PIRH Motion senser, 15-30'mounting height ¥ DWHGXD Textured white

Controls & Shields NOTES
s 1 30LEDs (30C option) and rotated options {L90 o R90) only availab! 11 Specifies a ROAM® enabled fuminaire with 0-10V dimming capability; PER
DLLIZZELS Photocell-SSL twist-dock (120-277¥) together. P prion }orly avalzble ogtion required. Not available with 347 or 480V. Additional hardware and
DLL347F 1.5CULIU  Photocelt - SSL twist-lock {347V} 2 1000mA is not available with AMBPC. services required for ROAM® depl must be purchased 1,
DLLABOF 1.5 CULIU  Photocell-SSL. twist-lock (480V) ' 3 AMBPC only avaitable with 530mA or 700mA. Call 1-800-442-6745 or emaik sales@roamservices net. N/A BL30, BLSQ,
scu Shorting cap ¥ 4 QAVO'LT driver operates on any line valtalge f}:om 12021V {S}?/éﬂl Hz).SF 12 RH. pecifies the
DSKOHS20CU  House-ideshieldfor 20 LED unit D%*g;?ﬁjfg( 205, 240 or 277 options only when ordering with fusing (SF; oo skt - for detalls.
DSXOHS 30CU Hause-side shield for 30 LED unit * 5 Not available with single-board, 530 mA product (20C 530 or 30C 530). Dimming driver st : apuie W R
DSXOHS 40CU House-side shield for 40 LED unit ¥ Not available with DCR, BL30, or BL50. 13 Requires an additional switched circuit. Dimming driver standard. MVOLT
o “ 6 Available as a separate combination accessory: PUMBA {finish) U; 1.5 G only. Not available with DCR. L .
00DLY Mhffused drop lens (nofycarbonate} vibration load rating per ANCI C136.31. 14 Also available s a separate accessory; see Accessories infarmation. HS and
PUMBADDBXDU®  Square and round pole uaiversal mount- 7 Must be ordered as a separate accessory; see Accessories information. For DDi. are not available together. .
ing bracket adaptor {specify finish) use with 2-3/8" mast arm (not included). 15 Smg[e fuse (SF) requires 120, 277 or 347 voltage option. Double fuse (OF)
KMAS DDBXDYU Mast arm mounting bracket adaptor 8  Photocell ordered and shipped as a separate line item from Acuity Brands requires 208, 240 o 480 voltage option. . .
speciy finih)? Controls. See accessories. 16 Requires luminaire to be specified with F('jER option. Ordered and shipped
9 If ROAM node required, it must be ordered and shipped as a separate fine as a sepacate fine item from Acuity Brands Contros.
For more control options, visit DTL and ROAM online. item from Acuity Brands Controls. Not available wi(g DCR.
10 DMG option for 347v ar 4B0v requires 1000mA,
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Tenon Mounting Slipfitter **

4 U 2
23/8" AST20190  AST20-280  AST20-290  AST20-320  AST20390  AST20-490
2-7/8" AST25-190  AST25-280  AST25-290  ASY25-320  AST25-390  AST25-490
4" AST35-190  AST35-280  AST35-290  AST35-320  AST35-390  AST35-4%0

/0.563

0.400"
T2 PLCS)

etssories and educationaltools.
*Round pole top mwst be 3.2570.0 misimom.
**For round pole mounting (RPA) only.

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting's

Lumen Ambient Temperature'(LAT) Multipliers Electrical Load

Use these factors to determire relative lumen output for average ambient temperatures
from 0-40°C (32-704°F).

0°C 327 1.02
10°C S0°F o1 200 700 4 047 03B 024 02 0B 0M
20°C e 100 1000 2 0.76. 045 039 036 0.36 0.26
530 52 051 o 0.8 025 - -
25°C mE 1o 30 700 70 072 043 037 034 025 019
30°¢C 86°F 1.00 1000 104 1.1 0.64 0.56 049 047 034
P PPy oo 530 6 | 07 041 0% 033 05 019
40¢ 700 7 094 0.55 048 042 033 0.24
1000 138 145 084 on 064 0.69 0.50
Projected LED Lumen Maintenance
Data the lated perf projections for the platf noted in a
25°C amblent, based on 10,000 hours of LED testing {tested per IESNA LM-80-08 and
projected per [ESNA TM-21-11).
To calcutate LLE use the lumen maintenance factor that corresponds to the desired number
of operating hours below. For other lumen maintenance values, contact factory.
LATESEINNEA One Lithonia Way * Conyers, Georgia 30012 ¢ Phone: 800.279.8041 ¢ Fax: 770.918.1209 ¢ wwwlithonia.com DSX0-LED
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Lumen Qutpu

t

Lumen values are from photometsic tests performed in 2ccordance with IESNA LM-79-08. Data is considered to be reg ive of the ions shown, within the tolerances
allowed by Lighting Facts. Contact factory for performance data on any configurations not shovin here.
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FEATURES & SPECIFICATIONS

INTENDED USE

The sleek design of the D-Series Size O reflects the embedded high perdformance LED technology. It
is ideal for many commercial and municipal applications, such as parking lots, plazas, campuses, and
streetscapes.

CONSTRUCTION
Single-piece die-cast aluminum housing has integral heat sink fins to optimize thermal

100,000 hours with <1% failure rate. Easily serviceable 10kV or 6kV surge protection device
meets a minimum Category C Low operation {per ANSI/IEEE C62.41.2).

INSTALLATION

Included mounting bfock and integral arm facilitate quick and easy installation. Stainless
steel bolts fasten the mounting block securely to poles and walls, enabling the D-Series Size 0
to witk to a 3.0 G vibration load rating per ANSI C136.31. The D-Series Size 0 utilizes

through conductive and convective caaling. Modular design aliows for ease of maintenance and
future fight engine upgrades. The LED driver is mounted in direct contact with the casting to
promote low operating temperature and long life. Housing is completely sealed against moisture
and environmental contaminants ((P65). Low EPA (0.8 t?) for optimized pole wind loading.

FINISH

Exterior parts are protected by a zinc-iniused Super Durable TGIC thermoset powder coat finish
that provides superior resi to an ing. A tightly controlled multi-stage
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate
changes without cracking or peeling. Available in both textured and non-textured finishes.

OPTICS

Precision-molded proprietary acrylic lenses are engineered for superior area lighting distribution,
uniformity, and pole spacing. Light engines are available in standard 4000 K (70 minimum CRI) or
optional 3000 K (80 minimum CRi) or 5000 K (70 CRH) configurations. The D-Series Size 0 has zero
uplight and qualifies as a Nighttime Friendly™ product, meaning it is consistent with the LEED?

up
the AERIS™ series pole drilling pattern. Optional terminal block, tool-less entry, and NEMA
photocontrol receptacle are also available.

LISTINGS
UL Listed for wet locations. Light engines are IP66 rated; luminaire is IP65 rated. Rated for
-40°C minimum ambient. U.S. Patent No. D672,492 S. International patent pending.

DesignLights Consortium® (DLC) qualified product. Not alff versions of this product may
be DLC qualified. Please check the DLC Qualified Products List at www.designlights.org to
confirm which versions are qualified.

WARRANTY
Five-year limited warranty. Full warranty terms located at:
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Note: Actual performance may differ as a result of end-user environment and application.

and Green Globes™ criteria for eliminating wasteful uplight. All values are design or typical values, ired under lat y conditions at 25 °C.
Specifications subject to change without notice.
Light engine(s) configurations consist of high-efficacy LEDs mounted to metal-core circuit boards
to maximize heat dissipation and promote long life {up to L96/100,000 hours at 25°C}. Class 1
electronic drivers are designed to have a power factor >90%, THD <20%, and an expected life of
LATHSCINSA One Lithonia Way ® Conyers, Georgia 30012 » Phone: 800.279.8041  Fax: 770.918.1209 » www.lithonia.com DSX0-LED
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LOWER LEVEL FLOOR PLAN - NEW WORK
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